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(iv) A system need not report the
data listed in paragraph (b)(2)(i) of this
section if all data listed in paragraphs
(b)(2) (i)—(iii) of this section remain on
file at the system and the State deter-
mines that the system has submitted
all the information required by para-
graphs (b)(2) (i)—(iii) of this section for
at least 12 months.

(3)(1) Each system, upon discovering
that a waterborne disease outbreak po-
tentially attributable to that water
system has occurred, must report that
occurrence to the State as soon as pos-
sible, but no later than by the end of
the next business day.

(ii) If at any time the turbidity ex-
ceeds 5 NTU, the system must consult
with the primacy agency as soon as
practical, but no later than 24 hours
after the exceedance is known, in ac-
cordance with the public notification
requirements under §141.203(b)(3).

(iii) If at any time the residual falls
below 0.2 mg/l in the water entering the
distribution system, the system must
notify the State as soon as possible,
but no later than by the end of the next
business day. The system also must no-
tify the State by the end of the next
business day whether or not the resid-
ual was restored to at least 0.2 mg/l
within 4 hours.

[64 FR 27527, June 29, 1989, as amended at 65
FR 26022, May 4, 2000; 69 FR 38856, June 29,
2004]

§141.76 Recycle provisions.

(a) Applicability. All subpart H sys-
tems that employ conventional filtra-
tion or direct filtration treatment and
that recycle spent filter backwash
water, thickener supernatant, or liq-
uids from dewatering processes must
meet the requirements in paragraphs
(b) through (d) of this section.

(b) Reporting. A system must notify
the State in writing by Decemeber 8,
2003, if the system recycles spent filter
backwash water, thickener super-
natant, or liquids from dewatering
processes. This notification must in-
clude, at a minimum, the information
specified in paragraphs (b)(1) and (2) of
this section.

(1) A plant schematic showing the or-
igin of all flows which are recycled (in-
cluding, but not limited to, spent filter
backwash water, thickener super-

§141.76

natant, and liquids from dewatering
processes), the hydraulic conveyance
used to transport them, and the loca-
tion where they are re-introduced back
into the treatment plant.

(2) Typical recycle flow in gallons per
minute (gpm), the highest observed
plant flow experienced in the previous
year (gpm), design flow for the treat-
ment plant (gpm), and State-approved
operating capacity for the plant where
the State has made such determina-
tions.

(c) Treatment technique requirement.
Any system that recycles spent filter
backwash water, thickener super-
natant, or liquids from dewatering
processes must return these flows
through the processes of a system’s ex-
isting conventional or direct filtration
system as defined in §141.2 or at an al-
ternate location approved by the State
by June 8, 2004. If capital improve-
ments are required to modify the recy-
cle location to meet this requirement,
all capital improvements must be com-
pleted no later than June 8, 2006.

(d) Recordkeeping. The system must
collect and retain on file recycle flow
information specified in paragraphs
(d)(1) through (6) of this section for re-
view and evaluation by the State be-
ginning June 8, 2004.

(1) Copy of the recycle notification
and information submitted to the
State under paragraph (b) of this sec-
tion.

(2) List of all recycle flows and the
frequency with which they are re-
turned.

(3) Average and maximum backwash
flow rate through the filters and the
average and maximum duration of the
filter backwash process in minutes.

(4) Typical filter run length and a
written summary of how filter run
length is determined.

(6) The type of treatment provided
for the recycle flow.

(6) Data on the physical dimensions
of the equalization and/or treatment
units, typical and maximum hydraulic
loading rates, type of treatment chemi-
cals used and average dose and fre-
quency of use, and frequency at which
solids are removed, if applicable.

[66 FR 31103, June 8, 2001]
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